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The Argus Optical Mapping System brings high resolution comparative 
genomics, whole genome sequence assembly and strain characterization into 
your laboratory in an innovative, cartridge-based, automated platform. You will 
be able to investigate microbial structure, function, diversity and genetics—
without the need for amplification, PCR, cloning, paired-end libraries, pure 
isolates, or genomic specific reagents. Primary Optical Map Assembly results 
are available in the same workday.

Based on OpGen’s unique de novo Optical Mapping Technology, the Argus 
Optical Mapping System delivers high resolution, ordered whole genome 
restriction maps from single microbial DNA molecules. Supported by the 
powerful MapSolver™ Optical Map Analysis software, your Optical Maps 
may be analyzed and visually displayed to quickly discover similarities and 
differences, gain insight into genomic content and strain relatedness. Or 
if you are sequencing, your contig data can be uploaded to an on-board 
database allowing you to view and rapidly order contigs against an Optical  
Map scaffold.

The Argus Optical Mapping System includes:
•	 Optical Mapper	 •	 Oil Applicator
•	 Mapping Workstation	 •	 One year instrument warranty,
•	 MapSolver Software		  installation, and training 
•	 MapCard Processor

For ultimate flexibility, multiple  
MapCard Processors can be networked  
to the Argus Optical Mapper.
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Specifications

Argus MapCard Processor
Dimensions (W x D x H in)	 10.75 x 18.5 x 10.5
Weight (lbs)	 32
Power	 1 Primary Power Receptacle, 3.2 A/1.6A, 
	 100 –127/220 240 VAC 50–60 Hz
Network Requirements	 1 RJ45 1Gb Ethernet port
Operating Temperature	 20–27ºC (68–81ºF)

Operating Humidity	 Non-condensing; 15– 65% RH

Argus Optical Mapper
Dimensions (W x D x H in)	 38 x 21.5 x 19.75
Weight (lbs)	 95
Power	 2 Primary Power Receptacles, 8A/4A, 
	 100 –127/ 220–240 VAC 50–60 Hz
Network Requirements	 1 RJ45 1Gb Ethernet port
Operating Temperature	 20–24ºC (71–75ºF)
Operating Humidity	 Non-condensing; 15– 65% RH

Argus Oil Applicator
Dimensions (W x D x H in)	 6.25 x 6.25 x 13
Weight (lbs)	 10
Power	 1 Primary Power Receptacle, .2A/.1A, 
	 100 –127/220–240 VAC 50–60 Hz
Network Requirements	 N/A
Operating Temperature	 20–24ºC (71–75ºF)
Operating Humidity	 Non-condensing; 15– 65% RH

Argus Mapping Workstation
Dimensions (W x D x H in)	 18.75 x 9 x 15
Weight (lbs)	 18
Power	 1 Primary Power Receptacle, 
	 2A/1A, 100 –127/220–240 
	 VAC 50–60 Hz
Network Requirements	 1 RJ45 1Gb Ethernet port
Operating Temperature	 20–27ºC (68–81ºF)
Operating Humidity	 Non-condensing;  
	 15–65% RH

System Includes:	 Cat No: 11000-100

•	 Optical Mapper
•	 MapCard Processor
•	 Mapping Workstation
•	 Oil Applicator
•	 MapSolver™ Software 
•	 One year instrument warranty
•	 Set-up and Installation
•	 Training

Optional
Argus MapCard Processor	 Cat No: 11100-001   

Argus Optical Mapping Kits
Argus MapCard Kit	 Cat No: 12000-010
Argus QCard Kit	 Cat No: 13000-005
Argus Essentials Kit	 Cat No: 14100-010
Argus Enzymes	 Cat No: 14200-000

Argus Product Support
To locate OpGen Distribution Partners, or learn more about Optical Mapping Technology, 
please visit our website at www.OpGen.com. 

To place an Argus System order, please contact Customer Support at one of the following:

Customer Support	 CustomerSupport@OpGen.com
US toll free	 888.856.2748	  
Corporate fax	 301.869.9684
International	 301.869.9683
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